








Laser software 
– grafic user interface

➣	 toolbars
➣	 context menue
➣	 bar code module
➣	 TrueType fonts
➣	 single line fonts
➣	 freely defined filling routines
➣	 variable formats
➣	 Unicode compatible
➣	 optional control via 
	 TCP/IP or RS232

Laser parameters All parameters necessary for the control of 
the laser can be freely adjusted and saved. 
The adjustments can be assigned to the 
individual objects, if necessary.
➣	 first pulse killer
➣	 output power
➣	 modulation of the laser beam
➣	 speed
➣	 delay times

Import functions ➣	 Import filter for vector based  
	 file formats (*.ai, *.plt)
➣	 Import filter for pixel based
	 file formats (*.jpg, *.bmp, *.tif)

Additional software TP_mix Special software for promotions. 
➣	 all current promotion types
	 (symbols, PIN code variants) 
	 can be generated
➣	 special safety function for 
	 tamperproof production  

Database Integrated database for logging of all 
relevant occurrencies such as
➣	 produced number of pieces
➣	 user login
➣	 error
➣	 downtimes

MOF-Circum MOF-Cork MOF-Promo
Closures

MOF-Promo
Crown corks

Article Number 41 99 99 41 09 10 41 09 00 41 09 00

Laser type SK 96 2x SK 96 SK 96 SK 96

Output power W 90 90 90 90

Wavelegth nm 1064 1064 1064 1064

Laser medium Nd:YAG Nd:YAG Nd:YAG Nd:YAG

Pump source lamp lamp lamp lamp

Lifetime pump source h ca. 1000 ca. 1000 ca. 1000 ca. 1000

Cooling water/water water/water water/water water/water

Water temperature max.°C 20 20 20 20

Pressure bar 2-5 2-5 2-5 2-5

Water consumption at 20°C max. 9,5 l/min. 2x 9,5 l/min. 9,5 l/min. 9,5 l/min.

Runback water w/o pressure 2x w/o pressure w/o pressure w/o pressure

Feeding yes yes option option

Marking area 360° 35x20 mm Ø 26-50 mm Ø 26-50 mm

Output capacity parts/ h up to 20.000 up to 10.000 up to 90.000 up to 90.000

Laser class acc. DIN EN 60825-1 1 1 1 1

Connected voltage 3/N/PE, 400 V 3/N/PE, 400 V 3/N/PE, 400 V 3/N/PE, 400 V

Connected load kW 10 14 7 7

Pneumatic system yes - yes yes

External connection for suction unit yes yes yes yes

Width (incl. feeding) mm 6.200 1.950 2.010 2.020

Depth (incl. feeding) mm 1.800 1.000 835 1.600 

Height (incl. feeding) mm 2.450 1.800 1.580 2.765

Weight kg 1.800 850 750 1.200

External cooling unit option option option option

Article Number 41 01 05

Cooling capacity kW 7 2x 7 7 7

Water temperature max.°C 20 20 20 20

Connected voltage 1/N/PE, 230 V

Frequency Hz 50

Connected load kW 2

Cooling capacity kW 5,5

Noise level dBA < 60

Width mm 935

Depth mm 585

Height mm 540

Tank capacity liter 25

Weight with filled tank kg 133
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